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Vessel Name: BAHTERA TEGUH                       Builder: Dayang Shipyard - China.  
Type: AHTS vessel CONAN WU Design                   Class: BV. Class 1, + Hull, + Mach, Tug, Supply Vessel,  
Year: 2007                                                               Unrestricted navigation, Fire Fighting Ship I Water spray,  
Flag: Labuan, Malaysia                                                    DYNAPOS  AM/AT (Class 1), + AUT-UMS.  
Owner: Bourbon Offshore Asia                               Optional: Special Service/Stand by Rescue Vessel. 

 REGISTRATION 

This anchor handling tug supply 
vessel has been designed by  
CONAN WU to carry out general 
services for the offshore industry.  
It is fitted with a class DP1 
system, Fi-Fi I system, and easy 
to upgrade for standby/service 
duties. 
It is equipped with a waterfall 
double drum winch with large 
capacity suitable for towing, 
anchor handling and offshore 
terminal operations. 
 
 
 
 
 
 
« Photo: BOURBON THERA Sistership of 
BAHTERA TEGUH» 

 

      BAHTERA TEGUH 
DP 1 Anchor handling tug supply vessel 

86 Metric ton bollard pull 
160 Metric ton line pull winch 



TECHNICAL SPECIFICATIONS 
AHTS -  

DIMENSIONS 
 

Length overall: ................................................................................64.80 m 
Breadth moulded: .........................................................................16.00 m 
Depth: .................................................................................................5.80 m 
Draft: ...................................................................................................4.90 m 
Deadweight: (at max draft) …......................................................1,611 t 
Bollard pull: ............................................................................................86 t 
Gross / Net tonnage: ..............................................................2,014 / 604 

DELIVERY RATES 
 

Fuel oil:...........................................................................120 m3/h at 7 bars 
Drill water:.....................................................................120 m3/h at 7 bars 
Fresh water:...................................................................120 m3/h at 7 bars 
Liquid mud:...............................................................2 x 75 m3/h at 7 bars 
Dry Bulk/Cement:............................................2 x 20 m3/min at 5.6 bars 

ACCOMMODATIONS 
 

Accommodations for:.......................................................................28 pers 

Single cabins:..................................................................................................6 
2 man cabins:.................................................................................................5 
4 man cabins:.................................................................................................3 
Hospital:...........................................................................................................1 
2 mess / day rooms, laundry, galley, stores, office, provision rooms 
Fully air conditonned. 

CAPACITIES 
 

Deck area: (5.0 t/m2) ..........................................( 33 x 13 m ) 420 m2  
Deck cargo: ...........................................................................................800 t 
Fuel oil: .............................................................................................607 m3 
Drill water: ........................................................................................464 m3 
Fresh water: ......................................................................................446 m3 
Liquid mud / Brine: ........................................................................392 m3 
Dry bulk/Cement: (4 tanks)...........................................................170 m3 
Chain locker / Brine / Mud: ..........................................................112 m3 
Dispersant: ..........................................................................................20 m3 
Foam: ...................................................................................................18 m3 

PROPULSION - MACHINERY 
 

Main engines: (MAK).............................................................2 x 2,640 kW 
Propellers: .................................2 type CP, diam: 2,900 mm in nozzles 
Bow thrusters: ...........................................................................2 x 500 kW 
Stern thruster: ..................................................................................500 kW 
Shaft generators: ..................................................................2 x 1,600 kVA 
Auxiliary generators: ...............................................................2 x 440 kVA 
Emergency generator: ..................................................................110 kVA  

SPEED / CONSUMPTION 
 

Maximum speed (100%):.........................30 m3/day at 14 knots 
Service speed (80%):.................................25 m3/day at 12 knots 
Economic speed (50%):..............................15 m3/day at 9 knots 
 

DECK EQUIPMENT 
 

Main winch: ……………..1 Electro-Hydraulic low pressure winch  
Composed of 2 Declutchable drums in Waterfall arrangement each 
equiped with: 
Drum size: .......................................900/2,090 mm x 1,800 mm length 
Drum capacity: …..............................1,500 m of 2’’ ¼ steel wire rope 
Rated pull:…...................................160 t on first layer at 0-8.4 m /min 
Brake holding load: .....................................................250 t on first layer 
Combined spooling device for both drums. 
2 cable lifters 3’’ and  2’’ ½. 
Windlass: …........................1combined mooring and windlass winch 
Storage reel: ..1electro-hydraulic with 1 drum/1,500m of 2‘’ ¼ wire 
- Drum size: …………..800 / 2,200 mm diam x 1,500 mm length 
- Pull at 1 st layer: …………………………..12t at 0-18 m/min 
Stern roller: ..........diam; 1,500 mm, length; 4,000 mm. 250 mt SWL 
Towing pins: …...................1 pair of vertical / retractable. 200 t SWL  
Shark jaws: ….....................................................................2 of 250 t SWL 
Tuggers: …................................................................2 x 11 t at 25 m/min 
Capstans: …..............................................................2 x 10 t at 14 m/min 
Deck provisions crane: …....................................................1.7 t at 14 m 

SPECIAL EQUIPMENT 
 

Fire-Fighting (Fi-Fi 1) 2,400m3/h: ……..2 pumps 1,500 m3/h each 
(with foam capacity: 300 m3/h) …2 water monitors of 1,200 m3/h 
Deluge system. 
                                                        
Life saving equipment, MOB boat (rescue boat) with davit. 
Standby Rescue Equipment for 150 survivors: (optional). 
 
Pushing rubber bow fender. 

DYNAMIC POSITIONNING SYSTEM (DP1) 
 

Type: …..........................................................................................Class DP1 
- Sensors and monitoring as per class I requirements. 

ELECTRONICS 
 

NAVIGATION                                   
                                                                                 2 radars 
                       1 gyrocompass 
              1 magnetic compass 
            1 digital echo-sounder 
                            1 speed log 
                  1 autopilot system 
                                    1 GPS 
 

COMMUNICATION  
                      1 radio system compliant  with GMDSS A3 including: 
                 1 SSB Duplex DSC 
                                  2 INMARSAT C 
                                                           2 VHF, EPIRB, SART, NAVTEX 
                                                     1 Iridium system, 1 INMARSAT F 
   Automatic exchange telephone system with facilities in each room 

MAIN PARTICULARS 

MACHINERY / PERFORMANCE 

EQUIPMENT & ELECTRONICS  

BAHTERA TEGUH 

 

All particulars believed to be correct but not guaranteed 
 
 

BOURBON - 148, rue Sainte - 13007 Marseille - France 
Internet: www.bourbon-online.com - E-mail: bourbon-offshore@bourbon-online.com 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


